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HIGH CAPACITY, EFFICIENT SEGREGATION SYSTEM 
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AIR SEPARATION CHAMBER
Ensures optimal separation of the light 
fraction from the heavy (inert) fractions, 
with the possibility of adjusting the separator 
operation parameters such as angle of attack, 
and  blowing intensity. 
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INSPECTION DOORS
To allow for the required maintenance
of elements located in the device, the
separator is fitted with two inspection
doors accessible via the structure 
ladders. 

 

AIR KNIFE
Fan assisted, the air-jet nozzle and its angle 
of blowing have adjustable settings for the 
height and the size of the air stream. 
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Our air separators are used to separate and isolate the light fraction during the segregation 
phase of the recycling process. Thanks to its innovative design and high efficiency it often            
replaces manual sorting and contribute in reducing significantly the segregation costs. Air       
separators are designed to work with mixed and selective municipal waste, RDF, construction 
waste, biomass and industrial waste such as rubber, plastics and other. The material to be         
segregated is delivered to the separator chamber by means of an accelerating conveyor, from 
which it 'falls' into the zone of reach of the air stream injected through the nozzle. Light elements 
lifted by a momentum of air are sent directly to the light-weight conveyor, and the heavy 
elements passing through the air flow fall as a heavy fraction onto the heavy fraction conveyor.



SPECIFICATIONS 

APPLICATIONS 
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LIGHT FRACTION HEAVY FRACTION

Power Supply Power* Dimensions* Working Width Belt Width

Wheelbase* Tape Tape Speed Capacity Weight

3LNPE, 400v/50Hz 30kW 6300 x 4500 x 2065mm   1100 - 1300mm 1200 - 1400mm

ca. 4600 - 8600mm Adjustable 5 - 15 t/h 8000 - 10500kgRubber

Options

Bag filter / Dedusting system
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